
e 4
NEWFIELD

July 14, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill Hancock 1-27-4-1 and 13-21-4-1.

Dear Diana:

Enclosed find APD's on the above referenced wells. Both wells are Fee Surface/Fee
Mineral Locations. I have attached a copy of the surface agreements that are in place.
When these APD's are received, please contact Shon McKinnon to set up a State On-Site.
Both proposed locations are also Exception Locations. Our Land Department will send
you the required Exception Location Letters. If you have any questions, feel free to give
either Shon Mckinnon or myself a call.

S

Mandie Crozier
Regulatory Specialist

mc
enclosures

RECEIVED
JULi7 2006

DIV.OFOlL,GAS&MINING
Newfield E×ploration Company 10530 South Country Road #33 Myton, UT84052 (435) 646-3721 Fax (435)



FORM 3 9

STATE OF UTAH

DIVISION OF OIL, GAS AND MINING 5.LEASEDESIGNATIONANDSERIALNO.

FEE
6. IF INDIAN, ALLOTTEEOR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN N/A
la.TYPEOFWORK DRILL | X |DEEPEN I I RE-ENTER | 7.UNITAGREEMENTNAME

lb. TYPE OF WELL N/A
SINGLE MULTIPLE 8. FARM OR LEASE NAME

OIL X GAS | | OTHER ZONE X ZONE FEE
2. NAME OF OPERATOR 9. WELL NO.

Newfield Production Company Hancock 1-27-4-1
3. ADDRESS AND TELEPHONE NUMBER: 10. FIELD AND POOL OR WILDCAT

Route #3 Box 3630, Myton, UT 84052 Phone: (435) 646-3721
4. LOCATION OF WELL (FOOTAGE) 11. QTIUQTR,SECTION,TOWNSHIP,RANGE, MERIDIAN:
At Surface NE/NE Lot #1 766' FNL 736' FEL
At proposed ProducingZone g § NE/NE Lot #1

g'} g g7 \( , 9 7 Sec. 27, T4S, R1W
14.DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. County 13. STATE
Approximately 11.0 miles southeast of Myton, UT Uintah UT
15.DISTANCE FROM PROPOSED* LOCATIONTO NEAREST PROPERTY 16. NO. OF ACRES IN LEASE 17. NO OF ACRES ASSIGNED TO THIS WELL

OR LEASE LINE, FT.(Also to nearest drlg. unit line, if any)

Approx. NA' f/lse line and NA' flunit line NA Approx. 40
18. DISTANCE FROM PROPOSED LOCATION* TO NEAREST WELL, 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

DRILLING, COMPLETED, OR APPLIED FOR ON THIS LEASE, FT.

NA 6250' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

5094' GL 4th Quarter2006
23. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE SIZE OF CASING WEIGHT/FOOT SETTING ÐEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24# 290' 155 sx +/- 10%
7 7/8 5 1/2 15.5# TD Volumes will be calculated off of Logs +/- 15%

See Detail Below

DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give date on present productive zone and proposed new productive zone, if proposal is to drill or deepen directionally, give pertinent data on
subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.
*The actual cement volumes will be calculated off of the open hole logs, plus 15% excess:

SURFACE PIPE - 155 sx Class G Cement +/I 10%, w/ 2% CaC12& 1/4#/sk Cello-flake
Weight: 15.8 PPG YIELD: 1.17 Cu Ft/sk H2O Req: 5 gal/sk

LONG STRING - Lead: Premium Lite II Cement + 31bs/sk BA-90 + 3% KCI +
.25 lbs/sk Cello Flake + 2 lbs/sk Kol Seal +

10% Bentonite +
.5% Sodium Metasilicate Pf 3 h3

Weight: 11.0 PPG YIELD: 3.43 Cu Ft/sk H2O Req: 21.04 gal/sk

Tail: 50-50 Poz-Class G Cement + 3% KCl +
.25 lbs/sk Cello Flake + 2% Bentonite +

.3% Sodium Metasilicate

Approvedby the
UtahDivisionof RECENED \011,Gas and



S89°58'W - 80.00 (G.L.O.) Ñfff fÛÑÛÛÑfgfS89°58'12"W - 2642 24' (Meas.)

1/2" Rebar in PLS 148953 WELL LOCATION, WELL 1-27-4-1, LOCATED
Pile of Stones AS SHOWN IN LOT 1 OF SECTION 27, T4S,

R1W, U.S.M. UINTAH COUNTY, UTAH.

LT4S, RiW, U.S.M.

o - o
o o o
o O - o

Proposed WELL 1-27-4-1 s- L s-

weli L(Surface Locatio4n0
06'N40 6

L.- ..I LONG/TUDE =
109° 58' J2.16"

DetaiI Note:
No Scale 1. The Proposed Well head bears S53°14'52"E

5694.52' from the West 1/4 Corner of N
5/8" Rebar in Section 22, T4S, R1W.
Pile of Stones P 2. Mile Marker 17 bears N86°17'09"W
at Fence corner o 26054.14' from Mile Marker 12. The Mile

ELL LOCAR : Markers in between 12 & 17 were

HELL1-27-4-1 3.L"°s"°w",°t"

4 Corner bears S66°51'47"E

ELEV UNGRADED GROUND = 5094.1' 11701.93' from Mile Marker 12.

- - - - - - - - THIS IS TO CERTIFY THA Ag WAS
PREPARED FROM FlELD F A RVEYS
MADE BY ME OR UN THAT
THE SAME ARE TRU RRECT T TH T OF
MY KNOWLEDGE AN I .No.189377

90°9. STACY W.
(G.L.O.) R TE D LAN89°53'W

- 80.24 (G.L.O.) RE STRA N o.
LOT 4 LOT 3 LOT 2 LOT 1 STA E OF gÛ90°9. OF

oo G.L.O.
DR/LŒG TRI STATELANDSURVEYING& CONSULTINGW/NDOW 736 NO

N80°20'W Comp. 9 _] 180 NORTH VERNAL AVE. - VERNAL, UTAH 84078'
80.35

(G.L.O.)
(435) 781-2501

= SECTION CORNERS LOCATED
DAT3ESO6RVEYED: SURVEYED BY: C.M.

DATE DRAWN: DRAWN BY: F.T.MBASIS OF ELEV; I 7-06-06

U.S.G.S. 7-1/2 min QUAD (PARIETTE DRAW SW) REVISED: SCALE: 1" =



g WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 07/17/2006 API NO. ASSIGNED: 43-047-38365

WELL NAME: HANCOCK 1-27-4-1

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NENE 27 040S 010W

Tech Review Initials Date
SURFACE: 0766 FNL 0736 FEL
BOTTOM: 0766 FNL 0736 FEL Engineering )&<7() 3¿
COUNTY: UINTAH

Geology
LATITUDE: 40.11108 LONGITUDE: -109.9752

UTM SURF EASTINGS:587337 NORTHINGS:4440379 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 4 - Fee

LEASE NUMBER: FEE PROPOSED FORMATION: GRRV
SURFACE OWNER: 4 - Fee COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

sy Plat R649-2-3.

* Bond: Fed[] Ind[] Sta[] Fee[]' Unit:
(No. )

F Potash (Y/N)
^R649-3-2.

General

i Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 Frmn Qtr/Qtr & 920' Between Wells

Water Permit 9// R649-3-3. Exception
(No. MUNICIPAL )

RDCC Review (Y/N)
Drilling Unit

Board Cause No:(Date: )
Eff Date:

Fee Surf Agreement ( /N) Siting:

Intent to Commingle (Y/N)
.R649-3-11. Directional Drill

COMENTS: n

STIPULATIONS: \



T4S R1W

WAIKEIUSAND
PASS E-21 WALKERISAND

PASS 6-21

I

MONUMENT
BUTTE FIELD WEDIG

EmTE 1·22DI

(REENTR1)HANCOCK .

HA7 10CK *
HANCOCK

LCRONMON CANVA5BACK AANCKASBACK

MO FED 2-23-IN7 e

FED 1-22-8 17 PARIETTE
BALCRON MON MON FED PARIETTE DRAW FED

BOUNDARY n BALCRON FED 12-22 8-17Y 32-22 8-17 DRAW 8-22 CANVASBACK CANVASBACK 7-23R S17
7-21 & FED 12 22Y • A • 5-23-8·17 6-23-8-17 ÛBOUNI ARY A e6-21

MONUMENT I

BOUNDARY MnOLI> 33218 7 DRAW CANVASBACK
BOUNDARY FED10-21 LODUNDARY 13128 7Y NVASSACK 10-23-8·17

.

FED 11-2th
FEDERAL L ANVA5BACK

MBACK
MONUMENT

BOUNDARY BOUNDARY BOUNDARY REATY
FED 14 21 FED 15 21 FED 16·21 -OUNDARY K FIDEAA1

IELD a 16 12 b 17 8 23 8 17

OPERATOR: NEWFIELDPROD CO (N2695)

SEC: 27 T.4S R.1W

FIELD: MONUMENT BUTTE (105)

COUNTY: UINAH

SPACING:R649-3·2/GENERALSITING Wellssta
ON Utah 00 Gas and Maag

× LOCATION ABANDONED
NEW LOCATION

Field Status Unit Status PLUGGED &cABANDONED
ABANDONED EXPLORATORY - PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OILMH OIL

-0- SHUT.IN GAScOMBEED
__

NF SECONDARY
• SHUT•IN OILINACTIVE I PENDING
)s( TEMP. ABANDONEDPROPOSED

yp g o TEST WELL
T RMI TED PP GEUTIIERML & WATER INJECTION S

PP OIL g WATER SUPPLY PREPAREDBY:DIANA WHITNEY
SECONDARY WATER DISPOSAL DATE: 17-JULY-20M
TERMINATED



O O
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

OPERATOR: NEWFIELD PRODUCTION COMPANY
WELL NAME & NUMBER: HANCOCK 1-27-4-1
API NUMBER: 43-047-38365
LOCATION: 1/4,1/4 NE/NE See: 27 TWP: 4S RNG: lW 766' FNL 736' FEL

Geology/Ground Water:

Newfield proposes to set 290' of surface casing at this location. The depth to the base of the moderately saline
water at this location is estimated to be at a depth of 300'. A search of Division of Water Rights records shows
5 water wells within a 10,000 foot radius of the proposed location. All wells are privately owned. One of these
wells is approximatelv .5 miles from the proposed location the other wells are over a mile to the west. Depth is
listed for only 1 well and is shown as 14 feet in depth. Water use is listed as irrigation, stock watering, and
domestic use. Surface casing will be set near the base of the moderatelv saline ground water. The surface
formation at this site is the Uinta Formation. The Uinta Formation is made up of interbedded shales and
sandstones. The sandstones are mostly lenticular and discontinuous and should not be a significant source of
useable ground water. The proposed casing and cement program should adequately protect any useable ground
water and nearby wells.

Reviewer: Brad Hill - Date: 08/21/06

Surface:

The pre-site investigation of the surface was performed on 08/15/2006. This site is on Fee surface, with Fee
minerals. Surface owner representative Wayne Henderson was present for the inspection of the Hancock 13-21-4-1
earlier, but chose to leave the party and not visit this site. Mr. Henderson voiced no concerns with this location.

Reviewer: Richard Powell Date: 08/15/2006

Conditions of Approval/Application for Permit to Drill:

1. A synthetic liner with a minimum thickness of 12 mils shall be properly installed and maintained in the reserve



O O
ON-SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: NEWFIELD PRODUCTION COMPANY
WELL NAME & NUMBER: HANCOCK 1-27-4-1
API NUMBER: 43-047-38365
LEASE: FEE FIELD/UNIT: UNDESIGNATED
LOCATION: 1/4,1/4 NE/NE Sec: 27 TWP: 4S RNG: 1W 766' FNL 736' FEL
LEGAL WELL SITING: 460 F SEC. LINE; 460 F 1/4,1/4 LINE; 920 F ANOTHER WELL.
GPS COORD (UTM) : 4440409Y 0587368X SURFACE OWNER: HENDERSON RANCHES LLC.

EARTICIPANTS

Richard Powell (DOGM), Shon McKinnon and Kim Kettle (Newfield), Jim
Davis (SITLA).

REGIONAL/LOCAL SETTING & TOPOGRAPHY

Location is set at the top of long east west running ridge. The ridge
slopes sharply north to a wash approximately 100 yards away. To the
south the slope is more gradual. Myton, UT is approximately 11 miles by
road to the northwest.

SURFACE USE PLAN

CURRENT SURFACE USE: Wildlife grazing.

PROPOSED SURFACE DISTURBANCE: Location will be 290' by 199'. Proposed
new access road approximately 760 ft.

LOCATION OF EXISTING WELLS WITHIN A 1-MILE RADIUS: See attached map from
GIS database.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: All production
facilities will be on location and added after drilling well.

SOURCE OF CONSTRUCTION MATERIAL: All construction material will be
borrowed from site during construction of location.

ANCILLARY FACILITIES: None will be required.

WILL DRILLING AT THIS LOCATION GENERATE PUBLIC INTEREST OF CONCERNS?
(EXPLAIN): Unlikely.

WASTE MANAGEMENT PLAN:

Drilled cuttings will be settled into reserve pit. Liquids from pit will
be allowed to evaporate. Formation water will be confined to storage
tanks. Portable toilets, sewage holding tanks, and onsite sewage
treatment equipment will be handled by commercial contractors and
regulated by the appropriate health authority. Trash will be contained
in trash baskets and disposed of at an approved



O O
ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: None

FLORA/FAUNA: Sagebrush, shad scale, grease wood, prickly pear / Rodents,
Raptors, Coyote, Songbirds, Rabbit, Red fox, Pronghorn.

SOIL TYPE AND CHARACTERISTICS: Light brown clay soil covered with broken
rock fragments.

EROSION/SEDIMENTATION/STABILITY: Very little natural erosion.
Sedimentation and stability are not a problem and location construction
shouldn't cause an increase in stability or erosion problems.

PALEONTOLOGICAL POTENTIAL: None observed.

RESERVE PIT

CHARACTERISTICS: 80' BY 40' and eight feet deep.

LINER REQUIREMENTS (Site Ranking Form attached): A liner will be
required for reserve pit. Site ranking score is 37.

SURFACE RESTORATION/RECLAMATION PLAN:

SURFACE AGREEMENT: According to Shon McKinnon surface agreement has been
achieved.

CULTURAL RESOURCES/ARCHAEOLOGY: unknown

OTHER OBSERVATIONS/COMMENTS

ATTACHMENTS

Photos of this site were taken and placed on file.

RICHARD POWELL 08/15/06 10:20 AM
DOGM REPRESENTATIVE



E uation Ranking Criteria and Ranking S e
For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 10

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 2

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 10

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 10

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 5

Drill Cuttings
Normal Rock O
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 37 (Level I Sensitivity)

Sensitivitv Level I = 20 or rnore: total containment is required.
Sensitivity Level II = 15-19: lining is discretionary.
Sensitivity Level III = below 15: no specific lining is
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STATE OF UTAH, DIVISIO F WATER RIGHTS Page 1 of 2

LJgOV Online Services Agency List Business < a Search Ut

AH OlVlSION OF ja ER RlGHTS

WRPLAT Program Output Listing

Version: 2004.12.30.00 Rundate: 08/21/2006 05:02 PM

Radius search of 10000 feet from a point S766 W736 from the NE corner, section 27, Township 4S,
Range 1W, US b&m Criteria:wrtypes=W,C,E podtypes=U status=U,A,P usetypes=all

16 15 14 13

47-1341

47-1335
. 27

16 15
47-1501 26

2õ

7-1346

21 22 23 24

28 27 26 25 30

0 1300 2600 3900 5200 Ft

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe



STATE OF UTAH, DIVISIO F WATER RIGHTS Page 2 of 2

Water Rights

WR WellDiversion Type/Location Status Priority Uses CFS ACFT OwlNumber Log
47-1335 Underground P 19470807 D 0.015 0.000 HOWARD D

S2050 E470 W4 21 4S 1W
MYTON UTUS

47-1336 Underground P 19470310 D 0.015 0.000 ANDREW 19]
N80 E340 SW 22 4S lW US MYTON UT

47-1341 Underground P 19511018 DS 0.015 0.000 DEAN D. RC
N1350 W2230 SE 21 4S lW

68 EAST 400US
47-1346 Underground P 19550318 D 0.015 0.000 LOUIS CLAl

Sl730 W100 NE 21 8S 17E
MYTON UTSL

CLARK ANI47:1501 Underground P 19630905 DIS 0.015 0.000 ABEGGLEN
S50 W50 N4 21 8S 17E SL MYTON UT

Natum) Resourc_es | Contact | isclaimer j Erivacy?olicy | Accessibility folicy

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe



$ 08-06 Newfield Hancock 7-4-1
Casing Schematic

Surface

i TOC @ TOC @
i 0. 0.

8-5/8" Surface
MW 8.4 290. MD
Frac 19.3

5-l/2" Production
MW 8.4 6250.
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Well name: 08-06 Newfield Hancock 1-27-4-1
operator: Newfield Production Company
String type: Surface Project ID:

43-047-38365
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 79 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 290 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 255 psi
internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 290 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,178 ft
Tension is based on buoyed weight. Next mud weight: 8.600 ppg
Neutral point: 253 ft Next setting BHP: 2,760 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 290 ft
Injection pressure 290 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 290 8.625 24.00 J-55 ST&C 290 290 7.972 14

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 127 1370 10.826 290 2950 10.17 6 244 40.12 J

Prepared Clinton Dworshak Phone: 801-538-5280 Date: August 29,2006
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 290 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design wi/Ibe that of the
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Well name: 08-06 Newfield Hancock 1-27-4-1
Operator: Newfield Production Company
String type: Production Project ID:

43-047-38365
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 162 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: lŠÌ €r2~7psi
internal gradient: C1msilft Tension: Non-directional string.
Calculated BHP 2,792 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 5,437 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 6250 5.5 15.50 J-55 LT&C 6250 6250 4.825 195.9

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2792 4040 1.447 2792 4810 1.72 84 217 2.58 J

Prepared Clinton Dworshak Phone: 801-538-5280 Date: August 29,2006
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 6250 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the



NEWFIELD

ROCKY MOUNTAINS

September 12, 2006

I

Utah Division of Oil, Gas & Mining
P.O. Box 145801
Attn: Diana Whitney
Salt Lake City, Utah 84114-5801

RE: Exception Location: Hancock 1-27-4-1
766' FNL, 736' FEL
NENE (aka Lot 1) Sec 27-T4S-R1W
Uintah County, Utah

Dear Ms. Whitney:

Pursuant to Rule R649-3-3 of the Oil & Gas Rules and Regulations of the State of Utah,
Newfield Production Company hereby requests an exception location for the drilling of
the captioned well. Rule R649-3-2 requires a well to be located in the center of a forty
(40) acre quarter-quarter section, or a substantially equivalent lot or tract, with a tolerance
of two hundred (200) feet in any direction from the center.

The above referenced location is an exception location under Rule 649-3-2, being 118'
south of the drilling window tolerance for the NENE (Lot 1) of Sec 27-T4S-RlW. The
attached plat depicts the proposed drillsite location and illustrates the deviation from the
drilling window, in accordance with Rule R649-3-2. This location has been selected in
order to avoid any unnecessary surface disturbance for the fee surface owner.

Please note the location is completely within Fee minerals and surface. The drillsite lease
and all surrounding acreage within a four hundred sixty foot (460') radius of the proposed
location are owned by Newfield Production Company, Yates Petroleum Corporation,
Yates Drilling Company, Myco Industries, Inc. and Abo Petroleum Corporation. I have
contacted Yates, et al. and their consent to this location is attached.

If you have any questions or need additional information please contact me at (303) 382-
4479. Thank you for your assistance in this matter.

Sincerely,

RECEIVED
Rhonda Deimer SEP142006
Land Associate

DIV.0F0lL,GAS&MINING

Newfield Exploration Company 1401 17th Street, Suite 1000 Denver, CO 80202 (303) 893-0102 Fa× (303)



SEP-11-2006MON08'25 AM TESPETROLEUMLAND FAXNO. 484672 P, 02/02

Exception Loca:ion
Hancock1-27-4-1
UintahCounty, Utah

Please be advisedthat Yates Petroleum Corporation,YatesDrillingCompany,Myco Industries,
Inc. and AboPetroleumCorporationdonot have an objection to the proposed location of the
aforementionedwelL

Date:_9-11-2006

Senior Landman

Print Nameand



07/14/2006 12:26 43564 1 INLAND PAGE 05

FOR.Lf3

STATE OF UTAH

DIVISION OF OIL, GASAND MINING 3.LEASEDESIONATIONANDBERIALNO.

FEE
ti.lPINDTAN,.AU£1TTREORTRIBP.NAME

APPLICATION FOR PERMITTO DRILL, DEEPEN N/A

.TYPEUFWORK DRILL \_X_jDEEPEN RE-ENTER 7.UNITAGREEMENTNAME

is.ms or wp.LL N/A
BlIVGLE MULT[FLE 8. FARM ORLEASENAME

o1L GAS oTI-im zoNs zome FEE
2,N.AMROPOPERAyan 4.WET.I.bTO.

Newfield Production Company Han.cock 1-27-4-1
3. ADDREBSAND 13LEPHUNENUMBER 10.FIELDANDPOOL CR WILDCAT

Route #3 Box 3630, Myton, UT 84052 Phone: (435) 646-3721 Undesignated
4. LOCATIONOF WELL(FOOTAGE) 11. tysnigin.sscIigN. IUWPISBÌP,RANGE,MERIDTANI

u s-Ace NE/NE Lot #1 766' FNL 736' FEL
upropa-,=sFrodo ins>= NE/NE Lot #1

Sec. 27, T45, R1W
14.DISTANÓE]NMILESANDDIRECTIONFROMNRARSKITOWNGRPOSTOFFICE L2.County 13.ETATR

Approximately 1LO miles southeast ofMyton, UT Uintah UT
15.DIBIANCE FROMPROPOSED' LOCATION'ID NEARESTPROPERTY Id. NO, OP Ac:RSS11.4LEAOß 17.NO. OFACitES ABEIGNEDTO THIS WELL

OALEASELINE,FT(Alsetonearestddg,tmitline,ifatty)

Approx. NA' f/Ise line and NA' f/unit line NA Approx. 40
18. DTSTANCEFROM PROPORRDLucA110N TO NEARE5TWELL. 19.PROPOSEDDEPTLI 20.RUPARYOR CA¾f..R'1T>Ota

DRILLING.COMPLETED,OR APPLIED PORONTillS I.RASE,FI'.

NA 6250' Rotary
21.ELEVATIONS(5how wileillerDF, RT, GILetc.) 22.AFPROX.DATEWORK WILL START"

5094' GL |4thQuarter2006
a. PROPOSED CASING AND CEMENTING PROGRAM
SIEEOFHOLE N.f¾GFCASING - wmostraor SETTINCDEPTH QUATRTITYGFCEMENT

12 1/4 8 5/8 24# 290' 155 sx +/- 10%
7 7/8 5 1/2 15.5# . TD Volumes will be calculated off of Logs +/-15%

See Detail Below

DËSCRIBE PROPOSED PROGRAM: Ifpropamal in to danpan, give (late on present productiverone and proposed new productive zona. Uproposal is to drill or deepen direcuenelly. give pedinent data on

subsurface locations and measured and true vertical depthr,, GWabigwevtpreventer program, ifany.
*The actual cement volumes will be calculated off of the open hoic logs, plus 15% excess:

SURFACE P1FE - 155 sx Class G Cement +/I 10%, w/ 2% CaCl2 & 1/4#/skCello-flake
Weight: 15.8PPG YIELD: L 17 CuFt/sk H2O Req: 5 gal/sk

LONG STRING - Lead: Premium Lite II Cement + 31bs/sk B A-90+ 3% KCI + .25 lbs/sk Cello Flake + 2 lbs/sk Kol Seal +
10% Bentonite + .5% SodiumMetasilicate
Weight: 11.0 PPG YIELD: 3.43 Culdsk H2O Reg: 2LO4gallsk

Tail: 50-50 Poz-Class G Coment + 3% KCI + .25 lbs/sk Cello Flake + 2% Bentonite + .3% SodiumMetasilicate

w me k simer.

Tinel.59 Ca FVsk H2O leq; 7.88 gallt

7/14/2005

(This space for stateun only)

APINumburAssigned: APPit0VAL:

RECEIVED
SEP1 4 2006

Div.0FOIL,GAS&
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MUD PROGRAM MUD TYPE
Surface - 3200' fresh water or air/mist system
3200' - TD' fresh water system

From surface to ± 3200 feet will be drilled with either fresh water or an air/mist system, depending
on the drilling contractor's preference. From about 3200 feet, or in the case of the air/mist system
when hole conditions dictate, to TD, a fresh water system will be utilized. Clay inhibition and
hole stability will be achieved with a KCL substitute additive. This fresh water system will
typically contain Total Dissolved Solids (TDS) of less than 3000 PPM. Anticipated mud weight is
8.4 lbs/gal. If necessary to control formation fluids or pressure, the system will be weighted with
the addition of bentonite gel, and if pressure conditions warrant, with barite. No chromate
additives will be used in the mud system.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

The logging program will consist of a Dual Induction, Gamma Ray and Caliper log from TD to
base of surface casing @290' +/-, and a Compensated Neutron-Formation Density Log from TD
to 3500' +-. A cement bond log will be run from PBTD to cement top. No drill stem testing or
coring is planned for this well.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 2000 psi. It is not anticipated that abnormal
temperatures will be encountered; or that any other abnormal hazards such as H2S will be
encountered in this area.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the fourth quarter of 2006, and take
approximately seven (7) days from spud to rig
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NEWFIELD PRODUCTION COMPANY
HANCOCK 1-27-4-1

NE/NE LOT #1 SECTION 27, T4S, RlW
UINTAH COUNTY, UTAH

THIRTEEN POINT SURFACE PROGRAM

l. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Hancock 1-27-4-1 located in the NE¼
NE¼ Section 27, T4S, RlW, S.L.B. & M., Uintah County, Utah:

Proceed in a southwesterly direction out of Myton, Utah approximately 3.0 miles to it's junction
with an existing road to the east; continue easterly and then southeasterly approximately 3.2 miles
to it's junctionwith and existing road to the east; proceed southeasterly approximately 3.2 miles to
it's junctionwith an existing road to the east; proceed easterly 1.5 miles to it's junctionwith the
beginning of the proposed access road; proceed westerly along the proposed access road
approximately 760' to the proposed well location.

All roads are maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

Approximately 760' of access road is proposed. See attached Topographic Map "B".

The proposed access road will be an 18' crown road (9' either side of the centerline) with drainage
ditches along either side of the proposed road whether it is deemed necessary in order to handle
any run-off from normal meteorological conditions that are prevalent to this area. The maximum
grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access road.

3. LOCATION OF EXISTING WELLS

Refer to EXHIBIT
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4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery, the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum 110% of the largest tank volume within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted Desert Tan. All facilities will be painted within six months of
installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Fresh water purchased from the Johnson Water District will be used for drilling. A temporary
poly pipeline may be used for water transportationfrom our existing supply line from Johnson
Water District, or trucked from Newfield Production Company's injection facilities - EXHIBIT
A.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (20' x 40' x 8' deep, or less) will be constructed from native soil and clay
materials. The reserve pit will receive the cement cuttings removed from the wellbore.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site at
the completion of the drilling activities.

Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S
Rl9E) or at State of Utah approved surface disposal facilities.

8. ANCILLARY FACILITIES:

There are no ancillary facilities planned for at the present time and none foreseen in the near
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9. WELL SITE LAYOUT:

See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) A 39-inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for production.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximated natural contours or as to
meet the land owners request. Weather permitting, the reserve pit will be reclaimed
within one hundred twenty (120) days from the date of well completion. Before any dirt
work takes place, the reserve pit must have all fluids and hydrocarbons removed.

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the State of Utah will attach the appropriate
surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP: Henderson Ranches LLC (See attached Sudace Agreement).

12. OTHER ADDITIONAL INFORMATION:

a) Newfield Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic
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archaeological materials are uncovered during construction, Newfield is to immediately
stop work that might further disturb such materials and contact the Authorized Officer.

b) Newfield Production will control noxious weeds along rights-of-way for roads, pipelines,
well sites or other applicable facilities. On State administered land it is required that a
Pesticide Use Proposal shall be submitted and given approval prior to the application of
herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during re-entry operations on this well site will not
be stacked or stored on State Lands after the conclusion of drilling operations or at any
other time without State authorization. However, if State authorization is obtained, it is
only a temporary measure to allow time to make arrangements for permanent storage on
commercial facilities.

The Archaeological Cultural Resource Waiver will be forthcoming.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of
operations and any applicable Notice to Lessees. A copy of these conditions will be furnished to
the field representative to ensure compliance.

Hazardous Material Declaration

Newfield Production Company guarantees that during the drilling and completion of the Hancock
1-27-4-1, Newfield will not use, produce, store, transport or dispose 10,000# annually of any of
the hazardous chemicals contained in the Environmental Protection Agency's consolidated list of
chemicals subject to reporting under Title III Superfund Amendments and Reauthorization Act
(SARA) of 1986. Newfield also guarantees that during the drilling and completion of the
Hancock 1-27-4-1 Newfield will use, produce, store, transport or dispose less than the threshold
planning quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the construction
of the location and drilling activities.

Newfield Production Company or a contractor employed by Newfield Production shall contact the
State office at (801) 722-3417, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling rig.

13. LESSEE'S OR OPERATOR'S REPRENSENTATIVE AND CERTIFICATION:

Representative

Name: Shon McKinnon
Address: Newfield Production Company

Route 3, Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that Newfield Production is considered to be the operator of well #1-27-4-1,
NE/NE Section 27, T4S, R1W, Uintah County, Utah and is responsible under the terms
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conditions of the lease for the operations conducted upon the leased lands. Bond coverage is
provided by Hartford Accident #4471291.

I hereby certify that the proposed drill site and access route have been inspected, and I am familiar
with the conditions which currently exist; that the statements made in this plan are true and correct
to the best of my knowledge; and that the work associated with the operations proposed here will
be performed by NEWFIELD Resources, Inc. and its contractors and subcontractors in conformity
with this plan and the terms and conditions under which it is approved. This statement is subject
to the provisions of the 18 U.S.C. 1001 for the filing of a false statement.

7/14/06
Date Mandie Crozier

Regulatory Specialist
Newfield Production



NEWFËLD PRODUCTION CÊPANY
WELL 1-27--4-1

Section 27, T4S, RiW, U.S.M.

PROPOSED ACCESS /
ROAD (Max. 6% Grade)

/ Slope C/2.6

0

ROUND CORNER TO ¡ - TOPSO/CAVO/D EXCESS F/LL STOCKP/LE

50 C/5.7
STA. 2+22 C 4.7

2' Berrn Around E///
Portion of Location

F/6.7 72o, C/4.2 C/6.8
STA. 1+60

WELLHEAD:
UNGRADED = 5094.1' Note:

/N. GRADE = 5089.9' E/ore p/t /s to be
c /ocated at /east 80'

MA TER/AL from we// he¤d

o I

R,50

ROUND CORNER TO
Existing AVO/D EXCESS E/LL
Power/ines \ ROUND CORNER 7D

F/6.7 ST A- 0+oo

CE ES UT
Cut S/ope

\ TOPSO/L
srocxerte C/6.6

REFERENCE POINTS
170' NORTHERLY = 5079.2'
220' NORTHERLY = 5077.5'
210' WESTERLY = 5094.8'
260' WESTERLY = 5096.7'

suRVEYED se c.« scALE: 7" = 50' i State <"6""'-2
Land Surveying Inc.DRA WN BK E EM DA 7E: 07-06-06

180 NORTH VERNALAVE. VERNAL,UTAH



NE IELD PRODUCTION OMPANY
CROSS SECTIONS
WELL 1-2?'-4-1

"
= 50' SM. 2+90

III

I ¯_ Il

"
= 50' SM. 2+22

EX/ST/NG
GRADE

1" = so SM. 1+60

1" = 50' SM. 0+00 rsTIMATED EARTHWORKQUANTITIES
(No Shrink or swell ad justments have been used)

(E×pressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 3,520 3,520 TOPsoil is O
UNLESS OTHERWISE NOTED PIT 640 0 n Pa C

td
640ALL CUT/FILL SLOPES ARE

AT 1.5:1 TOTALS 4,160 3,520 1,030 640

SURVEYED BK C.« SCALE 1" = 50' i State c4-s>zer-2sor

La,nd Surveying Inc.DRA WN BK E TM DA TE: 07-06-00
\ 180 NORTH VERNALAVE. VERNAL, UTAH
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RANDY 8 iMMONS
RECORDER, U\NTAH COUNTY, UTAH
NEWFi ELD
1401 17TH ST DENVER CO 80202
Rec By: CONNIE SIMPER ,

EPUTY
EASEMENT, RIGHT-OF-WAY

and Entry 2006003770
SURFACE USE AGREEMENT Boote 972 Page 9

This Easement, Right-of-Way and Surface Use Agreement ("Agreement") is entered into this 15th
day of March, 2006 by and between the Roland Oman and Yvonne T. Oman Living Trust, Roland Oman, as
Trustee, whose address is 14340 S. 3600 W, Bluffdale, Utah 84065 ("Surface Owner," whether one or more)
and Newfield Production Company, a Texas corporation ("NEWFIELD"), with offices at 1401 17 Street,
Suite #1000, Denver, Colorado 80202, covering certain lands, (the "Lands") situated in Duchesne and
Uintah Counties, Utah described as follows:

RECORDERNOTE: INCOMPLETEDESCRIPTIORTownship 4 South, Range l West
Section 27: Lot 1 (being the NENE) (197g)SÑl)
associated pipeline routes beginning at each wellsite and traversing the lands to follow the route
depicted on the attached map as nearly as ¡iossible. (Exhibit "A")

For and in consideration of the sum of ten dollars ($10.00),and other valuable consideration, the
receipt and sufficiency of which are hereby acknowledged, the undersigned hereby a e to the terms and
provisions set forth as follows:

Ent 385988 k A475 Pg 666
Date: 25-NAY--2005 2:10PM

: Fee: $14.00 Check
1. Compensation for Well: Release of All Claims Filed By: CEPl

CAROLYNEM,4DSEN, Recorder
DUCHESNECOUNTY CORPORATION

NEWFIELD shall pay to Surface Owner t sum as set fortfFiwandidelömngto the terms of that
certain Letter Agreement for Easement, Right-of ay and Surface Use by and between Surface Owner and
NEWFIELD, dated March 15, 2006, as full payme t and satisfaction for any and all detriment, depreciation,
injury or damage of any nature to the Lands or gro ing crops thereon that may occur as a result of
NEWFIELD's drilling or completion operations or ts continuing activities for the production or
transportation of oil, gas, or other hydrocarbons or stoducts associated with the foregoing including, but not
limited to, surface use, access, pipelines, gathering lities, pipeline interconnections, and any and all other
reasonable or customary uses of land related to sait operations or activities.

2. Grant of Right of Way and Easement

Surface Owner hereby grants, bargains, leases, assigns, and conveys to NEWFIELD an easement and
right-of-way for the purpose of construction, using and maintaining access roads, locations for surface
equipment and subsurface gathering lines for each well drilled upon the Lands, pipelines, and pipeline
interconnections for two years from date of this agreement and so long thereafter as NEWFIELD's oil and
gas leases remain in effect.

This Agreement shall be binding upon the respective heirs, executors, administrators, successors, and
assigns of the undersigned.

These Parties hereto have executed this document effective as of the day first above



ROLAND OMAN and YVONNE T. ÓMAN NEWFIELD PRODUCTION COMPANY

By By:
Roland Oman, Trustee Ga Ó.Packer, President

Entry 2006003770
Beele 972 Page 10

Page 1 of2

Ent 385988 Ek 48475 Pg
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STATE OF UTAH )
)ss

COUNTY OF &N )

This instrument was acknowledged before me this day of 2006 by Roland
Oman, as Trustee of the Roland Oman and Yvonne T. Oman Living Trust.

Witness my hand and official seal.

My commission expires p 27 -cy

Notary Public

, NOTARYPUBUC |
NATHANBREADY I

8295 W 3500 S
MAGNA,UT84044 i

MyCommissionExpiresJan.28, 2000 i

i
' StateofUtah i

STATE OF COLORADO )
)ss

COUNTY OF Denver )

This instrument was acknowledged before m th
, 2006 by

Gary D. Packer, as President of Newfield Produc on Company, a Texas corporation, on behalf of the
corporation.

Witness my hand and official seal.

Notary Public

Address:

MyCon)missionExpires
My commission expires 05/05/2009

Page 2 of



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah
September 21, 2006

Department of
Natural Resources

MICHAEL R. STYLER Newfield Production Company
ExecutiveDirector Rt. #3,Box 3630,
Division of Myton, UT 84052

Oil, Gas & Mining

JOHN R. BAZA Re: Hancock 1-27-4-1 Well, 766' FNL, 736' FEL, NE NE, Sec. 27, T. 4 South,
Division Director

R. 1 West, Uintah County,Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative
approval of the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to thiswell is 43-047-38365.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Uintah County Assessor

1594WestNorthTemple, Suite 1210, PO Box 145801,Salt Lake City, UT 84114-5801
telephone(801) 538-5340•facsimile (801) 359-3940 •TTY (801)538-7458 •



Operator: Newfield Production Company
WeH Name & Number Hancock 1-27-4-1
API Number: 43-047-38365
Lease: Fee

Location: NE NE Sec. 27 T. 4 South R. 1 West

Conditions of Approval
1. General

Compliance with the requirements of UtahAdmin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for Permit to Drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy



Page 2
43-047-38365
September 21, 2006

5. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than thequarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the



FORM 9

STATE OF UTAH

DIVISION OF OIL, GAS, AND MINING 5. LEASEDESIGNATIONANDSERIALNO

FEE
1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALIDITEEORTRIBALNAME

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells N/A
Use "APPLICATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals.

LLL WALL
OTHER

7. UNITAGREEMENTNAME

2. NAME OF OPERATOR 8. WELL NAME andNUMBER

, PRO UCTION COMPANY HANCOCK 1-27-4-1

3. ADDRESS AND TELE HONE ER 9 API NUMBER

Rt. 3 Box 3630, Myton Utah 84052 43-047-38365
435-646-3721

4. LOCATION OF WELL 10 FIELD AND POOL, OR WILDCAT

Footages 766 FNL 736 FEL UNDESIGNATED

QQ,SEC, T, R, M: NE/NE Section 27, T4S R1W
cOUNTY UINTAH
STATE UTAH

11 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NO TCE, REPORT OR OTHER DATA

NOTICE OF INTENT: SUBSEQUENT REPORT OF:

(Submit in Duplicate) (Submit Original Form Only)

ABANDON NEW CONSTRUCTION ABANDON* NEW CONSTRUCTION

REPAIR CASING PULL OR ALTER CASING REPAIR CASING PULL OR ALTER CASING

CHANGE OF PLANS RECOMPLETE CHANGE OF PLANS RECOMPLETE

CONVERT TO INJECTION REPERFORATE CONVERT TO INJECTION REPERFORATE

FRACTURE TREAT OR ACIDIZE VENT OR FLARE FRACTURE TREAT OR ACIDIZE VENT OR FLARE

MULTIPLE COMPLETION WATER SHUT OFF OTHER

OTHER APD Change DATE WORK COMPLETED

Report results of Multiple Completion and Recompletions to different

reservoirs onWELL COMPLETION OR RECOMPLETION REPORT AND

LOG form.
*Must be accompanies by a cement verification regrt.

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent letails, and give pertinent dates. If well is directionally drilled, give subsurface locations
and measured and true vertical depth for all markers and zones pertinent to this work.

Newfield Production Company requests to amend the proposed depth for the Hancock 1-27-4-1 from 6250' to
6750', The new proposed depth will be 500' deeper than originally permitted.

& SIGNATURE ITLE Regulatory Specialist DATE 12/18/2006
Afandietrozier )

(This space for State use only)

4/94 * See Instructions On Reverse Side

RECEIVED
DEC20 2006

DIVOFOIL,GAS&



Well name: 08-06 Newfield Hancock 1-27-4-1rev.
Operator: Newfield Production Company
String type: Production Project ID:

43-047-38365
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 75 °F

Design is based on evacuated pipe. Bottom hole temperature: 170 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
n factor 1.00 Cement top: 500 ft

Burst
x anticipated surface
pressure: 1,531 psi

Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 3,016 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

15 -Go PC Premium: 1.50 (J)
>..opre gee¿ MO Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 5,872 ft

Run Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft=)

1 6750 5.5 15.50 J-55 ST&C 6750 6750 4.825 902.1

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design
(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 3016 4040 1.340 3016 4810 1.60 / 91 202 2.22 J v/

Prepared Clinton Dworshak Phone: 801-538-5280 Date: December 26,2006
by: Div of Oil,Gas & Minerals FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 6750 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.

Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: HANCOCK 1-27-4-1

Api No: 43-047-38365 Lease Type: FEE

Section 27 Township 04S Range 01W County UINTAH

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 02/12/07

Time 1:00 PM

How DRY

Drilling will Commence:

Reported by TROY ZUFEIT

Telephone # (435) 823-6013

Date 02/12/2007 Signed



STATEOF UTAR
OPERATolt NEWREIJDPRODUCTIONCOMPANY OPERATORAcci. No N2895

omism aF CIL,GAS AIO M1NUS ADDRESS RT.3 BOX3830

ENT4TYACTLONFORM-FORM 6 MYTON,Ur 8 51

AanON ÑiiggÑ¡n SIEW Mutt-- Mint-E
WEupocamm aim EFFECWVE

19 4301332943 ASHLEYFEDERAL 15-24-9-16
SWISœW

24 98 im DW

.u. om...ra ASHLEYPA 'AB"1ST REVIS10NEFFECTIVE10-1-2006

¯ waiiser me mesamm MalmE WBLMCANCt! WUD EFFECEME

19 | 4301332908 | ASMLEYFEDERAL15-26-9-15 |
SWœISE

2

99 15mE

DUCHNE O¶
ASHLEY PA 'AB" 1ST REVISION EFFECTIVE 1 1-2006

C4A
ACEM CUAREm a-W MIRS-Br WE EME MutdCEMS wuD EC E

cona _EMWWMD ORRYND.
00 SC W RS C0ts-Y DIGE

C 18784 12419 4301332960 ASHLEYFEDERAL16-26-9-15 SWISE 26 9S 16E DUCHESNE O |
ASHLEYPA 'AB" 1ST REVISION EFFECTIVE10-1-2006

ACRON OWUŒnr NBN Mita-ER WELiuME MERUCMioN Mu0 SEEmiWE

CODE BORTMO EgmYam
na 80 NO COUNTY 00E mm

A esees /Ag7 ©01333244 HANCOCK13-21-4-1 SWISW 21 49 |1W DUCHESNE 21912007 p O'/

men.. eu....n 5- Mim-ER WEM.itSIE WEU.W¢MN©N MD EFFECMUE

9999 | ÑÛ ÂÊË | HANCOCK 1-27-4-1 ¡

NEœM 2œ7

48 1W 11 2/1 | 0 |
ER600Mæng.

annan cunnerr GB MIMMim TIELLiiMR MERUDCANDN EFUD EFEECTIME

©DOE BOmt©. IBMWVAID
an se 155 00488W MW DME

WELLS©DEMERIE

ACT10McCOESgbestima:Sussent-kWaimg
A-EsMahamressagiornesweiginglas-Resig

e- Assn.mulimembligui gg-þer.a•4
/2 LANANEBENER

-- --...-......'• --•• RE IVED
D- swanigmussau.ormairsins•marnasseremmy

E - Okst(Mgini¥.eas-siin sa:iin
DO AM Mig ¶2, 2OÔ$

JAW14 2007 * ""'

MDR UlmC0tBIEmaagsphalphis geomAlis-Cade-sub i.

DIVOF0lL,GAS&



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONANDSERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING Hancock 1-27-4-1

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7 UNIT or CA AGREEMENTNAME
Do not use this form for proposals to drill new wells, significantlydeepen existing wells below current bottom-holedepth, reenter plugged

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

I TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL O OTHER Hancock 1-27-4-1

2 NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4304738365
3 ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD ANDPOOL, OR WILDCAT:

Route 3 Box 3630 crry Myton STATE UT zir 84052 435.646.3721 MONUMENT BUITE

4 LOCATION OF WELL:

FOOTAGES AT SURFACE: COUNTY: UINTAH

OTR/OTlt SECTION.TOWNSHIP.RANGE.MERIDIAN: NENE, 27, T4S, R1W STATE UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN O REPERFORATECURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT O SIDETRACKTO REPAIR WELL

Approximatedate work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLYABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE O TUBING REPAIR

O CHANGETUBING O PLUG AND ABANDON O VENT OR FLAIR

SUBSEOUENT REPORT CHANGE WELL NAME O PLUGBACK O WATERDISPOSAL

(Submit OriginalFormOnly)
CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATIONOF WELL SITE OTHER: - Spud Notice

02/21/2007 Q CONVERT WELL TYPE O RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

On 2/12/2007 MIRUNDSI NS # 1. Spud well @ 1:00 pm. Drill320' of 12 1/4" hole with air mist. TIH Wl7 Jt's 8 5/8" J-55 24 # csgn. Set
@321.30 KB.On 2/20/2007 cement with 160 sks of class "G" w/ 2% CaCL2 + 1/4# sk Cello- Flake Mixed @15.8 ppg > 1.17 cfl sk
yeild. Returned 5 bbis cement to pit. WOC.

NAMEA(PL.E TTO TOI.E Drilling20Foreman

(This space for State use only)

RECEIVED
FEB28 2007

DIV.0FOIL,GAS&



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASING SET AT 321.3

LAST CASING 8 5/8" set @ 321.3 OPERATOR Newfield Production Company

DATUM 12' KB WELL Hancock 1-27-4-1

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEADFLANGE CONTRACTOR & RIG# NDSI NS #1

TD DRILLER 320 LOGGER

HOLESIZE 12 1/4

LOG OF CASINGSTRING:

PIECES OD ITEM - MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 43.28'

WHI-92csghead 8rd A 0.95

7 8 5/8" Maverick ST&C csq 24# J-55 8rd A 309.45

GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 311.3

TOTAL LENGTH OF STRING 311.3 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASINGSET DEPTH 321.3

TOTAL 309.45 7 -

TOTAL CSG. DEL.(W/O THRDS) 309.45 7 COMPARE

TIMING 1ST STAGE

BEGINRUN CSG. Spud 2/12/2007 1:00 PM GOOD CIRC THRU JOB YES

CSG. IN HOLE 2/13/2007 12:30 AM Bbls CMT CIRC TO SURFACE 5

BEGIN CIRC 2/20/2007 8:10 AM RECIPROCATED PIPE FOR N/A

BEGINPUMP CMT 2/20/2007 8:21 AM

BEGIN DSPL. CMT 2/20/2007 8:33 AM BUMPED PLUG TO 530 PSI

PLUG DOWN 2/20/2007 8:40 AM

CEMENT USED CEMENT COMPANY- 8. A.
STAGE # SX CEMENTTYPE &ADDITIVES

1 160 Class "G"w/2% CaCL2 + 1/4#/sk Cello-Flake mixed g 15.8 ppg 1.17 cf/sk yield

CENTRALIZER& SCRATCHER PLACEMENT SHOW MAKE & SPACING

Centralizers - Middlefirst, top second &thirdfor 3

COMPANYREPRESENTATIVE TroY Zufelt DATE



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIALNUMBER:

DIVISION OF OIL, GAS AND MINING Hancock 1-27-4-1

SUNDRY NOTICES AND REPORTS ON WELLS
6 IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this fonn for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged
7 UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL: 8 WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER Hancock 1-27-4-1

2. NAME OF OPERATOR: 9 API NUMBER:

NEWFIELDPRODUCTIONCOMPANY 4304738365

3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 crTY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

4. LOCATIONOF WELL:

FOOTAGES AT SURFACE: COUNTY: UINTAH

OTR/OTILSECTION.TOWNSHIP.RANGE.MERIDIAN: NENE, 27, T4S, R1W STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING O FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximatedate work will CASING REPAIR O NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE O TUBINGREPAIR

0 CHANGETUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL

(Submit OriginalFormOnly)
CHANGEWELL STATUS PRODUCTION(STARTISTOP) WATER SHUT-OFF

Date of WorkCompletion: O COMMINGLE PRODUCINGFORMATIONS O RECLAMATION OF WELL SITE OTHER: - Weekly Status Report

03/03/2007 Q CONVERT WELL TYPE O RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 2/25/2007 MIRU Patterson Rig # 155. Set all equipment.Pressure test Kelly,TIW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vernal BLMfield, & Roosevelt DOGM officewas notifed of test. PU BHAand tag cement @269'. Drillout cement &
shoe. Drilla 7.875 hole with fresh water to a depth of 6,735'. Lay down drillstring & BHA. Open hole log w/ Dig/SP/GR log's TD to
surface. PU &TIHwith Guide shoe, shoe jt, float collar,153 jt's of 5.5 J-55, 15.5# csgn. Set @6729.14' / KB. Cementwith 400sks
cement mixed @11.0 ppg & 3.43 yld. The 475 sks cement mixed@14.4 ppg & 1.24 yld.With 59 bbls returned to pit. Nipple down
Bop's. Drop slips @ 112,000 #'s tension. Release rig 10:00 pm on 3/2/2007.

l' FF TITLE 20FO7reman

(This space for State use only) RECEl VED
MAR0 7 2007

DIVOFOIL,GAS&



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASING SET AT 6729.14
Flt cilr@ 6709.63

LAST CASING 8 5/8" Set @ 321.3 OPERATOR Newfield Production Company

DATUM 12' KB WELL Hancock 1-27-4-1

DATUM TO CUT OFF CASING 12' FIELDIPROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# Patterson-UTI Rig # 155

TD DRILLER 6735' TD loggers

HOLE SIZE 7 7/8"

LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Landing Jt 14

Short jt 6.00' g 4670.96'

152 5 1/2" ETC LT&C casing 15.5# J-55 8rd A 6695.63

0.6

1 5 1/2" ETC LT&Ccsq 15.5# J-55 8rd A 20.26

GUIDE shoe 8rd A 0.65

CASING INVENTORY BAL. FEET JTS TOTALLENGTH OF STRING 6731.14

TOTALLENGTHOF STRING 6731.14 153 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULLJTS. LEFTOUT 133.05 3 CASINGSET DEPTH 6729.14
TOTAL 6848.94 156 -

TOTALCSG. DEL. (WlO THRDS) 6848.94 156 COMPARE

TIMING 1ST STAGE 2nd STAGE

BEGIN RUN CSG. 8:00 AM 3/2/2007 GOOD CIRC THRU JOB YES

CSG. IN HOLE 1:00 PM 3/2/2007 Bbis CMTCIRC to surface 59

BEGIN CIRC 1:05 PM 3/2/2007 RECIPROCATED PIPE FOR THRUSTROKE

BEGIN PUMP CMT 2:44 PM 3/2/2007 DID BACK PRES. VALVE HOLD7 NO

BEGIN DSPL. CMT 4:03 PM 3/2/2007 BUMPED PLUG TO 2600 PSI

PLUG DOWN 4:43 PM 3/2/2007

CEMENT USED CEMENTCOMPANY- B. J.
STAGE # SX CEMENTTYPE & ADDITIVES

1 400 Premlite IIw/ 10% gel + 3% KCL, 5#'s Isk CSE + 2#sk/kolseal + 1/4#'s/sk Cello Flake

mixed g 11.0 ppg W / 3.49 cf/sk yield

2 475 50/50 poz W/ 2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed g 14.4 ppg W/ 1.24 YLD

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE&SPACING

Centralizers - Middle first, top second & third.Then every thirdcollar for a totalof 20.

COMPANY REPRESENTATIVE Troy Zufelt DATE



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONANDSERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING FEE

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAME
Do not use this fonn for proposals to drill new wells, significantly deepen existing wells below cunent bottom-hole depth, reenter plugged

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

I. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER Hancock 1-27-4-1

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4304738365
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 c1TY Myton STATE ÜT ZIP 84052 435.646.3721 MONUMENT BUTTE
4 LOCATION OF WELL:

FOOTAGESAT SURFACE: 766 FNL 736 FEL COUNTY: UINTAH

OTRIOTR.SECTION.TOWNSHIP.RANGE.MERIDIAN: NENE, 27, T4S, RlW STATE: UT

a CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN O REPERFORATECURRENT FORMATION

O NOTICEOF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT O SIDETRACKTO REPAIRWELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION WORARTTLY ABANDON

03/27/2007 O CHANGE TO PREVIOUSPLANS O OPERATOR CHANGE O TUBINGREPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

O SUBSEOUENTREPORT O CHANGEWELL NAME O PLUGBACK WATERDISPOSAL

(SubmitOriginalFormOnly)
CHANGE WELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS O RECLAMATION OF WELL SITE OTHER: -

O CONVERT WELL TYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Formation water is produced to a steel storage tank. Ifthe production water meets quality guidelines, it is transported to the Ashley,
Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the produced water is
injected into approved Class II wells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah approved
surface disposal facilities.

Accooted by the
Utah Division of

Oil, Gas and Mining

FORRECORDONLY

NI

A

(PLEA TETLE Regulatory Specialist

(This space for State use only)

RECElVED
MAR3 0 2007

DIV.0F0lL,GAS&



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING FEE

6. IF INDIAN,ALLGfTEE OR TRIBENAME

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this formfor proposals to drill new wells, significantlydeepen existing wells below current bottom-holedepth, reenter plugged

7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL O OTHER Hancock 1-27-4-1

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4304738365
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 crrY Myton STATE UT zir 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 766 FNL 736 FEL COUNTY: UINTAH

OTR/OTR. SECTION. TOWNSHIP. RANGE.MERIDIAN: NENE, 27, T4S, R1W STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN O REPERFORATE CURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate> 0 ALTER CASING O FRACTURE TREAT O SIDETRACK TO REPAIRWELL

Approximatedate work will O CASING REPAIR NEW CONSTRUCTION TEMPORARITLYABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE O TUBINGREPAIR

O CHANGETUBING O PLUG AND ABANDON O VENT OR FLAIR

SUBSEOUENTREPORT O CHANGEWELLNAME O PLUGBACK WATERDISPOSAL

(SubmitOriginalForm Only)
CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELL SITE OTHER: - Weekly StatusReport

04/10/2007 O CONVERTWELL TYPE RECOMPLETE - DIFFERENTFORMATION

12. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

The above subjectwell was completed on 03/27/07, attached is a daily completionstatus report.

RECEiVED
APR1 8 2007

DIV.0FOIL,GAS&MlNING

NAME (PLEASEPRINT) TifLE Production Clerk

SIGNATURE DATE 04/10/2007

(This sp



Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry
HANCOCK 1-27-4-1

1/1/2007 To 5/30/2007
3/17/2007 Day: 1 Completion

Rigless on 3/16/2007 - Install 5K frac head. NU 6" 5K Cameron BOP. RU H/O truck
& pressure test blind rams, frac head, csg & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @ 6651' & cement
top @ 24'. Perforate stage #1, CPS sds @ 6503-6508', CP4 sds @ 6416-6420' w/ 3-

1/8" Slick Guns (23 gram, .49"HE. 120°) w/ 4 spf for total of 36 shots. 160 bbis
EWTR. SIFN.

3/21/2007 Day: 2 Completion

Rigless on 3/20/2007 - RU BJ Services "Ram Head" frac flange. RU BJ & frac stage
#1, CP sds down casing w/ 29,532#'s of 20/40 sand in 402 bbis of Lightning 17 frac
fluid. Open well w/ 45 psi on casing. Perfs broke down @ 3177 psi. Treated @ ave
pressure of 2345 w/ ave rate of 25.4 bpm w/ 6.5 ppg of sand. Spot 12 bbis of 15 /o
HCL acid in flush for next stage. ISIP was 2125. 562 bbis EWTR. Leave pressure on
well. RU Lone Wolf WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" (6K)
composite flow through frac plug & 4', 12' perf guns. Set plug @ 6360'. Perforate
CP2 sds @ 6254-58', CP1 sds @ 6222-34' w/ 3-1/8" Slick Guns ( 23 gram, .43"HE,
90° ) w/ 4 spf for total of 64 shots. RU BJ & frac stage #2 w/ 90,024#'s of 20/40
sand in 687 bbis of Lightning 17 frac fluid. Open well w/ 1820 psi on casing. Perfs
broke down @ 4071 psi. Treated @ ave pressure of 1754 w/ ave rate of 25 bpm w/ 8

ppg of sand. Spot 12 bbis of 15 /o HCL acid in flush for next stage. ISIP was 1925.
1249 bbis EWTR. Leave pressure on well. RU WLT. RIH w/ frac plug & 16' perf gun.
Set plug @ 5720'. Perforate C sds @ 5606-22' w/ 4 spf for total of 48 shots. RU BJ &
frac stage #3 w/ 40,108#'s of 20/40 sand in 391 bbis of Lightning 17 frac fluid.
Open well w/ 1651 psi on casing. Perfs broke down @ 2613 psi. Treated @ ave
pressure of 1490 w/ ave rate of 25.5 bpm w/ 6.5 ppg of sand. Spot 12 bbis of 15 /o
HCL acid in flush for next stage. ISIP was 1590. 1640 bbis EWTR. Leave pressure on
well. RU WLT. RIH w/ frac plug & 12', 6' perf gun. Set plug @ 5010'. Perforate GB6
sds @ 4901-13' GB4 sds @ 4854-60' w/ 4 spf for total of 72 shots. RU BJ & frac
stage #4 w/ 111,118#'s of 20/40 sand in 791 bbis of Lightning 17 frac fluid. Open
well w/ 1312 psi on casing. Perfs broke down @ 2505 psi. Treated @ ave pressure of
1888 w/ ave rate of 25.5 bpm w/ 8 ppg of sand. ISIP was 2100. 2431 bbis EWTR.
RD BJ & WLT. Flow well back. Well flowed for 5 hours & died w/ 300 bbis rec'd.
SIFN.

3/26/2007 Day: 3 Completion

NC #3 on 3/23/2007 - MIRUSU. ND frac head & BOP. NU production head & BOP. RU
rig floor. X- over to tbg eq. PU TIH w/ 4 3/4 chomp bit & 158- jts 2 7/8. Tag fill @
4995'. RU 4-Star power swivel & rig pump. Clean out fill & drill out PIg @ 5010'. TIH
w/ tbg to Pig @ 5720'. Drill out PIg. TIH w/ tbg to Pig @ 6360'. Drill out PIg. CWC.
SDFD @ 6:30.

3/27/2007 Day: 4 Completion

NC #3 on 3/26/2007 - PU TIH w/ tbg to fill @ 6510'. Clean out fill to PBTD @ 6700'.
CWC. LD 3- jts 2 7/8. EOT @ 6605'. RU sandline to swab. IFL @ surface. Made 13
swab runs. Recovered 160 bbis water w/ trace oil & no sand. FFL @ 1000'. TIH w/ 3-

http://www.inewfield.com/denver/SumActRpt.asp?RC=600175972&API=430473836500S...
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jts 2 7/8. No new fill. CWC. LD 12- jts 2 7/8. TOH w/ 207- jts 2 7/8, & bit. PU TIH
w/ NC, 2- jts 2 7/8, SN, 1- jt 2 7/8, TA, 204- jts 2 7/8. RD rig floor. ND BOP. Set TA
w/ 15000 tension. NU wellhead. X-over to rod eq. SDFD @ 6:30.

3/28/2007 Day: 5 Completion

NC #3 on 3/27/2007 - PU TIH w/ 2 1/2 x 1 1/2 x 12 x 15 RHAC, 6- 1 1/2 wt bars,
10- 3/4 guided rods, 143- 3/4 plain rods, 99- 7/8 guided rods, 4', 2', x 7/8 pony
rods, 1 1/2 x 22' polish rod. RU pumping unit. Stroke test rod pump to 800 psi. Good
test. RDMOSU @ 5:00. POP @ 5:00 W/ 86" SL 6 SPM FINAL REPORT!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600175972&API=4304738365008...



FORM 3160-4 SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992) ,

(See other in- OMB NO. 1004-0137

UNITED STATES '''"°*i°"'°"* Expires: February 28, 1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT Fee

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNIT AGREEMENT NAME
w°

LL W L
DRY Other Hancock

1b. TYPE OF WELL
8. FARM OR LEASE NAME, WELLNO.

NEW WORK PLUG DIFF
WELL X oVER DEEPEN BACK RESVR. Other Hancock 1-27-4-1

2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-047-38365
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) (,¿/ 11. SEC., T., R., M., OR BLOCK AND SURVEY

At Surface 766' FNL & 736' FEL (NEINE) Sec. 27, T4S, R1E OR AREA

At top prod. Interval reported below Sec. 27, T4S, R1E

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE
43-047-38365 09/21/06 Duchesne UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19.ELEV. CASINGHEAD

02/12/07 03/01/07 03/27/07 5094' GL 5106' KB
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

6735' 6700' --> | X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4854'-6508'
SURVEY MADE

No
2 EEnLEcUCRIAND

U penSated Density, Compensated Neutron, GR, Caliper,'ÊntBond Log
27.WASWELLOcORED

23. CASING RECORD (Re sort all strings set in well)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED

8-ble" - J-bb 24# 321' 12-1/4" To surface with 160 sx Class "G" cmt
b-1/2"- J-bb i b.b# 6/29' |-//8" 400 sx Premlite IIand 475 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
2-//8" E0 I (a), IA (a),

Ubb3' 6464'
31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.

INTERVAL SIZE SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP5 &4) 6503'-08',6416'-20' .49" 4/36 6420'-6503' Frac w/ 29,532#20/40 snd in 402 bbis fluid

(CP2 &1) 6254'-58', 6222'-34' .43"
4/64 6222'-6258' Frac w/ 90,024#20/40 sand in 687 bbis fluid

(C) 5606'-5622' .43" 4/64 5606'-5622' Frac wl 40,108#20/40 sand in 391 bbis fluid

(GB6 &4) 4901'-13', 4854'-60' .43" 4/72 4854'-4913 Frac w/ 111,118#20/40 sand in 791 bbis fluid

33.* PRODUC ION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

| 03/27/07 2-1/2" x 1-1/2" x 12' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS--MCF. WATER--BBL. GAS-OIL RATIO

10 day ave
TEST PERK)D

41 12 45 293
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL GAS--MCF. WATER--BBL. OlL GRAVITY-API(CORR.)

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.)

24-HOUR

ST W EIVED
Sold &Used for Fuel

35. LIST OF ATTACHMENTS

36. I hereby certify that and ched ion is complete and correct as determined from all available records DIVOFOIL,GAS&MWI

SIGNED TITLE Production Clerk DATE 4/ 007

Jentr ark JP

/ *(See Instructions and Spaces for Additional Data on Reverse Side)
Title 18 U. n 1001,makes it a crime any person knowingly and willfully to make to any depanment or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all

drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS

recoveries);
FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO •

NAME TRUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 4334'
Hancock 1-27-4-1 Garden Gulch 1 4522'

Garden Gulch 2 4641'
Point 3 Mkr 4935'
X Mkr 5162'
Y-Mkr 5198'
Douglas Creek Mkr 5332'
BiCarbonate Mkr 5630'
B Limestone Mkr 5777'
Castle Peak 6163'
Basal Carbonate 6571'
Wasatch 6696'
Total Depth (LOGGERE



RECEIVED: Aug. 14, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 FEE 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 HANCOCK 1-27-4-1 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43047383650000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0766 FNL 0736 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 27 Township: 04.0S Range: 01.0W Meridian: U

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

4 /1 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Site Facility/Site Security

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 SEE ATTACHED REVISED SITE FACILITY DIAGRAM

NAME (PLEASE PRINT) PHONE NUMBER 
 Jill L Loyle 303 383-4135

TITLE
 Regulatory Technician

SIGNATURE
 N/A

DATE
 8 /14 /2012

August 27, 2012

Sundry Number: 28895 API Well Number: 43047383650000Sundry Number: 28895 API Well Number: 43047383650000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING FEE

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well HANCOCK 1-27-4-1

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43047383650000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0766 FNL 0736 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 27 Township: 04.0S Range: 01.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4 / 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Site Facility/Site Security

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SEE ATTACHED REVISED SITE FACILITYDIAGRAM Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 27, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jill L Loyle 303 383-4135 Regulatory Technician

SIGNATURE DATE
N/A 8/14/2012

RECEIVED: Aug. 14,



RECEIVED: Aug. 14, 2012

Sundry Number: 28895 API Well Number: 43047383650000Sundry Number: 28895 API Well Number: 43047383650000

290'
24" EARTHEN BERM

LIJ
WELL HEAD

2'X2'X3'CHEMICAL ACCESS

PUMP JACK WATER LOAD OUT
ROAD

55 GAL. LUBE OILS LOAD RACK
W/ 3' X 4' X 6" CONCRETE

CONTAINMENT

VERTICAL
HEATER TREATER

4' X 20'

P/W SM SM

55 GAL.
GAS METER 200 BBL 400 BBL 400 BBL

METHANOL 30 GAL.
ETHYLENE

GLYCOL

313'

VERTICAL SEPARATOR
HILLSIDE -

20" X 4'

POSITION OF VALVES AND USE OF SEALS DURING PRODUCTION

Valve Line Pairpose Po tiodn Seal Inesstalled D - a V vee Federal Lease #: FEE HANCOCK 1-27-4-1
F | Oil, Gas, Water Open No O - Overflow This lease is subject tothe
O Oveerflow Open/Lenosed

R
Reencycle

Newf
SEecuo

ati
a ornpany Newfield Exploration Company

R Recdy en OpeC edsed Nes sDoavne neEdaaste YS8
1

NENE Sec 27, T4S, R1W
S | Sales Closed Yes Uintah County, UTPOSITION OF VALVES AND USE OF SEALS DURINGSALES POSITION OF VALVES AND USE OF SEALS DURINGWATER DRAIN

Valve| Line Purpose Position Seal Installed Valve Line Purpose Position Seal Installed M.G APR 2012D | Drain Closed Yes D Drain Open No • Note: This drawing
F | Oil, Gas, Water Closed Yes F Oil, Gas, Water Closed No represents approximate
O | Overflow Closed Yes O Overflow Closed No sizes and distances.

R |
Receyncle

C
opseend YNes

R
Receyncle

C
opseend YNes KI.EINFEI..DER Undcear onsnadreapleline

B | Blowdown Closed No B Blowdown Closed No encoresopis.mgarsolanons.

S | Sales Open No S Sales Closed Yes approximated.

RECEIVED: Aug. 14,

jloyle
Typewritten Text


	APD-DRILL
	APD-WORKSHEET
	APD-DRILL
	APD-APPROVAL
	SPUD
	SUNDRY-SPUD
	WCR

